
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 

Ciranova®  products  are  made  for  the  professional   user.   
The instructions specified in the data sheet are formulated  
after   necessary   tests   were   performed    and    after    years  
of experience. However, they are drawn to  our  best 
knowledge  and  ability.  The  user  must  test  the  application 
of the product in the  for  him  applicable  conditions. 
Guarantee  can  not  be  derived  out  the  text  of   this   
technical description. 
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 גיליון נתונים טכניים
 

 שמן ריענון
יאור מוצרת  

  מערכת תחזוקה אוניברסלית לרצפות עץ משומנות.
 UVעץ שטופלו בשמן רצפות ושמן  לתחזוקה של רצפות

  

 נתונים טכניים
 סוג החומר                                                    נוזל

 צבע                                                      ללא צבע

 חומר מוצק                                                  26%
 

 שימוש
  UVלשימור משטחי רצפה שטופלו בשמן וקס חזק ושמן 

 הכנה
 נקו את הרצפה או הריהוט בבד לח.

 CIRANOVAלכלוך קשה ניתן להסיר בתכשיר הניקוי האינטנסיבי של 

 טיפים למשתמש
 לנער היטב לפני השימוש. רססו שכבה דקה באופן שווה.

 תנו לשמן להיספג מספר דקות. לאחר מכן נקו במטלית יבשה.

ושזמן ייב  
שעות! 12יש להניח לייבוש מלא לפחות   

שעות. 48זמן הייבוש האופטימלי הוא אחרי   
במים, מוצרי ניקיון או מוצרי תחזוקה במהלך זמן זה.אין להשתמש   

 כמות מומלצת
  +/- 50 m²/l. .לתחזוק ששל רצפת עץ  

 לאחר הטיפול
  CIRANOVAמומלץ לתחזק ולטפל בכל צורה של נזק בשמן ריענון 

 תכונות מיוחדות
 נוכחות של פשתן גורמים לרצת העץ להיראות טבעית.

 לאחר הניקוי הסופי במטלית יבשה יש לשטוף את המטלית במים.
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